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•	 Read  carefully and observe manufacturer’s instructions, guidelines 
and chemical compatibility limits.

•	 Follow the regulations on handling of potentially hazardous reagents.
•	 Before each use, check instrument for perfect working condition.
•	 Prime, rinse and dry the instrument carefully after each use.
•	 Never try to separate blocked parts by using force.

Safety precautions!

DosysTM syringes
162 / 163 / 164 / 172 / 173 / 174

	 A     Piston rod  	B     Volume setting nut 	 C    Handle 	 D     Casing
	 E    Barrel 	 F    Valve systems 	 G     Tubing   H    Sinker I  Needle

•	 Mind possible hand fatigue during serial dispensing and its medical 
consequences (such as repetitive stress injury, RSI).

•	 Syringe intended for laboratory use only.
•	 A saline environment may hasten replacement of instruments parts.
•	 Use only original spare parts. 

1. Volume setting

Basic

162 172 174164

Premium

Step-by-step instructions
2. Body positionning

Dosys basic 162/172: No accessories, quick guide. 
Dosys classic 163/173: LL nozzle, silicone tubing, sinker, 
aspiration, vent canulas, set of spares for valve (spring,  
valve balls, washers, cleaning wire), quick guide.
DosysTM premium 164/174: Same as above, plus dosing canulas, 
quick guide.

Package contents

!

In case of clogged valves

Unscrew locking nut.

Introduce cleaning wire and 
push to loosen ball in valve.

If insufficent, disassemble 
valves and clean.

Adjust plunger to desired volume 
by turning socket.

Tighten locking nut. Adjust body / grip position using 
locking screw on handle side.

3. Installing tubing accessory

Attach tubing to 
aspiration cannula, 
insert into bottle.

Pierce rubber 
stopper with vent 
cannula.

Attach tubing to 
syringe.

4. Priming

Activate handle until liquid 
reaches needle.

Activate in vertical position to 
expell liquid and eliminate any air 
bubble.

Mind spring  
and ball position



Description Volume range Packaging Cat. No.

Spare parts for valves:  
2 springs, 2 valve balls, 
2 valve washers,  
1 barrel washer,  
1 cleaning wire.

0.3 mL 1 bag 1.187.72003
0.5 mL 1 bag 1.187.72005

1 mL 1 bag 1.187.7201
2 mL 1 bag 1.187.7202
5 mL 1 bag 1.187.7205
10 mL 1 bag 1.187.7210

Spare glass barrels

0.3 mL 6 / pk 0187.003*
0.5 mL 6 / pk 0187.005*

1 mL 6 / pk 0187.01
2 mL 6 / pk 0187.02
5 mL 6 / pk 0187.05
10 mL 6 / pk 0187.10

Feed tubing, cut 0.3-10 mL 1 m / pk 187.705
Feed tubing, uncut 0.3-10 mL by the meter 187.710

Nylon brush for barrel 
cleaning

up to 1 mL 1 / pk 1.170.301
1, 2, 5 mL 1 / pk 1.170.305
5, 10 mL 1 / pk 1.170.320

Premium lubricant 
ABFTM 70 mL 1 / pk 1.170.705
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Operating 
instructions

Scan �to access:

EN / DE / FR

Observation Possible cause Solution

Erratic operation

Syringe used without 
liquid inside Use with liquid      

Clogged valve(s)
Use cleaning wire to 
detach the ball from 
valve seat; if doesn’t 
help, clean valve

Leaking valve / 
wrong volume

Residue in valve 
prevents tightness Clean valve

Damaged valve Replace part

Inadequate 
performance

Priming not 
completed, air 
bubble in system

Prime properly

Liquid  
accumulation 
behind plunger

This may occur after 
long injection series

Remove liquid when 
doing maintenance

Plunger blocked Syringe stored 
without cleaning

Do not apply force to 
unlock. Disassemble 
and soak syringe 
in warm water and 
separate plunger parts

Most common troubleshootingDaily maintenance   

Reassembling

Rinse with warm water and 
purge completely.

Clean residues in glass 
barrel with a brush.

Carefully reassemble glass 
barrel into body. Attach 
plunger to handle rod

Gently insert plunger into 
glass barrel then screw body.

Activate one or two times to 
check proper functioning

Detach plunger, clean and 
let dry.

Unscrew body and remove.

*Add “P“ for barrel including plunger

Purge, disassembling and cleaning

Video 
channel

Related spares and accessories

  
Stainless 
steel needles


