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Quick Guide
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•	 Read carefully and observe manufacturer’s instructions before use. 
•	 This accessory is intended for use with Socorex ultra 1810 syringe
•	 AbacusTM is not autoclavable.
•	 Wipe with mild detergent or 60% isopropand only.

Safety precautions!

AbacusTM Shot Counter 
for Socorex® syringes
ultra 1810

1) Disassembling

Unscrew nut and disassemble
plunger rod from plunger. 

Unscrew socket 
entirely.

Connect plunger 
and rod.

Connect body in pushed position. Adjust 
magnet orientation to that of counter, holding 
plunger rod motionless 4 .

3) Operating syringe with shot count

Choose magnet side 
turning plunger rod.
Position 1 : shot 
counting. Position 

2 : priming.

Activate plunger, each shot will increment 
counter figure if position 1  chosen. Move 
magnet over numbers to turn the counter and
proceed to round or given number.

Hold socket while 
locking ring.

Place counter holder on socket after setting 
counter orientation among 8 positions available. 
Connect to handle (tab fits upper handle recess).

Remove from handle. Remove clip in pushed position 1 .

Step-by-step instructions

AbacusTM counter, magnet fitted plunger rod, rod clip, Quick Guide

Package contents

Syringe model Counter operating range
0.1 mL 0.03 mL - 0.1 mL
0.2 mL 0.05 mL - 0.2 mL
0.3 mL 0.1 mL - 0.3 mL
0.5 mL 0.1 mL - 0.5 mL
1 mL 0.2 mL - 1 mL
2 mL 0.4 mL - 2 mL
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Addition of AbacusTM to your syringe might change 
operating volume range: 

2) Reassembling with shot counter

Assemble spring and socket on 
magnet-fitted plunger rod supplied.

Insert clip in pushed position 1 .

1

1

1

1

3

3

4

4

2

2

2

1

1

2

2

1

2

	 A     AbacusTM Shot counter 
 	B     Magnet-fitted plunger rod
 	C     Counter holder
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